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BASSA PRESSIONE
low pressure

BlueFlex

Sprayer 12V 30L capacity
SPRAYERS

Sprayers 

Caratteristiche Generali

Cisterna con pompa 12 Volt 3.8 LPM Annovi-
Reverberi. Pressione massima 2.7 bar. Pisto-
la 569 mm con ugello regolabile. Distanza 
prodotto fino a 7.62 m orizzontale e 4.27m 
verticale. Tubo lungo 3.35m. Peso 3.6 kg. 
Dimensioni: 648X280X259 mm

General Features 

Equipped with a 3.8 LPM Annovi Reverberi 12 V 
diaphragm pump. 2.7 bar maximum pressure. 
569 mm spray gun with adjustable nozzle from 
cone to stream. Spray distance of 7.62 m  
horizontal and 4.27m vertical. Hose length of 
3.35m. Weight 3.6 kg.  
Dimensions: 648X280X259 mm.

MODEL CODE
MAX MAX

DIMENSIONI

l/min gpm bar psi V kg lb LxWxH(cm)

12V 30L capacity 52155 3,8 1 2,7 39 12 3,6 7,9 64,8x28x25,9

ACCESSORI STANDARD
Standard Accessories

Pistola con lancia
Spray Gun 

Tubo
Hose 
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SPRAYERS 
Sprayers

Sprayer 12V 60L capacity

Caratteristiche Generali

Cisterna con pompa 12 Volt 8.3 LPM 
AnnoviReverberi. Pressione massima 4.8 
bar. Pistola 710 mm con ugello regolabile. 
Distanza prodotto fino a 9.14 morizzonta-
le e 5.79 mverticale. Peso 8.2 kg.  
Dimensioni: 864X368X419 mm

General Features 
 
Equipped with a 8.3 LPM Annovi Reverberi 12 V 
diaphragmpump. 4.8 bar maximum pressure.  
Single broadcast nozzle sprays a 4.27 meter  
swath. 710 mm spray gun with adjustable nozzle 
from cone to stream. Spray distance of  
9.14 m horizontal and 5.79 m vertical.  
Hose length of 4.57m. Weight 8.2 kg.  
Dimensions: 864X368X419 mm

MODEL CODE
MAX MAX

DIMENSIONI

l/min gpm bar psi V kg lb LxWxH(cm)

12V 60L capacity 52156 8,3 2,19 4,8 69 12 8,2 18 86,4x36,8x41,9

ACCESSORI STANDARD
Standard Accessories

Pistola con lancia
Spray Gun 

Tubo
Hose 


